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Ventilation and Your Home
	BID#: 
	  	Owner/Property Manager Name:
	  
	Address:
	  	City:
	  


When creating an energy-efficient, airtight home it is important to consider ventilation. Without proper ventilation, an airtight home can seal in indoor air pollutants, such as carbon monoxide. Ventilation also helps control moisture. Controlling moisture can make your home more energy-efficient, less costly to heat and cool, and more comfortable. The Weatherization Assistance Program installs two types of mechanical ventilation: source and continuous ventilation. 

Source Ventilation. Source ventilation, also called local exhaust or spot ventilation, exhausts airborne pollutants and excess moisture from a specific area in your home. Bathroom fans and kitchen fans are common examples of source ventilation. The fan operates when pollutants or excess moisture are in the air, for example, during showers, when cooking or smoking. The fan should operate for 15-20 minutes after showering or cooking, to allow the fan enough time to remove pollutants and excess moisture from your home.
Continuous Ventilation. A continuous-ventilation fan improves your family’s comfort and health by continuously exhausting stale indoor air and drawing fresh air into the home. A fan operating continuously regulates the amount of fresh air flowing into your home. This allows weatherization workers to save you more energy by sealing costly air leaks without worrying about making the house “too tight”. An Energy Star® exhaust fan operating continuously is inexpensive to operate, typically less than a dollar of electricity per month. The American Society of Heating, Refrigerating, and Air-Conditioning Engineers (ASHRAE) established the standards and specifications for continuous ventilation. Fan settings installed by the Weatherization Assistance Program are based on the ASHRAE 62.2 standard. 
More information about home ventilation is available on the U.S. Department of Energy web page at: http://energy.gov/public-services/homes/home-weatherization/ventilation 
http://energy.gov/sites/prod/files/guide_to_home_ventilation.pdf 

Agency Name has performed an energy audit and health and safety inspection at the address listed above. Based on the audit and inspection, we estimate your home would benefit from installation of ventilation as described below. The ventilation type may change depending on the results of tests performed after insulation and air sealing work is completed. 

	Planned Fan Installation/Replacement(s)
	Ventilation Type
	Installation

	Location
	Source
	Continuous
	New
	Replace Existing

	  	☐	☐	☐	☐
	  	☐	☐	☐	☐
	  	☐	☐	☐	☐



Maintenance: Like most equipment, ventilation fans require some upkeep. Twice a year, or as needed, check and clean the fan grille (if accessible). See manual for additional information.
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