Attachment 4 – Insulation – Cellulose loose fill (bagged) Technical Specifications – 07.13.2015

1) [bookmark: _GoBack] GENERAL PRODUCT SPECIFICATIONS

	Thermal Insulating Materials for Building Elements 
Including Walls, Floors, Ceilings, Attics, and Roofs
Insulation: Organic Fiber. 

Cellulose – loose fill insulation to be used for walls, floors, ceilings, attics (including exposed attic floors), roofs, and within enclosed stud or joist spaces.
	Must meet Consumer Products Safety Commission Standard in 16 CFR* parts 1209 and 1404, and
ASTM C739-00.

*C ode of Federal Regulations

	· Dry formula product.
· Sample text:  Product must be suitable for use with an Intec Force 2 insulation blower and hose diameters as narrow as 1".
· Individual bag weight must not exceed 40 pounds each.
· Product must be a minimum of 75% recycled material by weight. 
· Product must be free of foreign materials/debris.  If hoses are clogged by foreign materials/debris, the Agency will contact the vendor to immediately switch out the entire load, at the vendor's expense.  If a pattern of foreign material/debris continues to occur, the product may be designated as noncompliant with this requirement and the contract may be terminated as identified in RFB 6.6.


         

2) Delivery Specifications and Quantity/Frequency

a) Deliver semi-trailer containing product.   Trailer must be weather-tight and lockable and be left on Agency property for use in storing bags until next delivery.  Costs associated with placement/use of this trailer shall be included in bid pricing.  
b) Vendor is responsible for exchanging trailer with a new delivery or loading existing trailer with product delivered.  Empty trailer(s) may be picked up/switched at time of delivery of next trailer.
c) Notify the Agency at least one business day in advance of any delivery (phone, fax, or email).
d) Deliveries shall be received Monday through Thursday between 8:00 AM and 4:00 PM, except on Agency holidays.  Other weekday delivery arrangements may be made at the discretion of the Agency.  
e) Estimated annual quantity:  The Agency uses one semi-load (roughly 1,000 bags) every 45 days (approximately).  Estimated annual quantities are for bidding purposes only.  Actual usage may vary, without penalty to the Agency.						
INSTRUCTIONS:
1. Provide this specifications sheet as Attachment 4 in a loose-fill cellulose bid.  Use along with cost sheet template.
2. Add/modify installation specifications where text is HIGHLIGHTED IN YELLOW; text provided is an EXAMPLE.
3. REMOVE THIS TEXT BOX PRIOR TO RELEASE
4. If you have suggestions for modifications to these requirements, please contact the Help Desk at heat@wisconsin.gov .




